
GOLD WIRE BONDING

DRIVER 100-240V

100-240V 

LENS

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

DRIVER

THERMOCONDUCTIVE
SILICONE PASTE 

90%

 

HEATSINK

CCT SETTABLE

Kelvin temperature (2700K, 
4000K, 6500K) and get a 
customized ambiance.
2700K, 4000K and 6500K led 
chips on 3 separate circuits to 
grant SDCM < 6.

2700 K 4000 K 6500 K
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R7s LED 78mm - CCT SETTABLE

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

POWER 7,5 W
LUMINOUS FLUX 850 lm

SIZE & SOCKET

Ø22

118

EFFICIENCY 113 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 168 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H8.LED.R7S.CCT

R7s
Ø22mm
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R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9


